
DATA SHEET     FILTER MEDIA

SEW191ePTFE Antistatic

mm
   0,80	

%
0,01

mm

MD 450 N/50 mm length 
CD 650 N/50 mm cross 

FILTER MEDIA DATA

100% Polyester laminated membrane

280 m3/m2/hr

Dry

Wet

Trocken 

Feuchte

100 Celsius

90 Celsius

MAX

Air Permeability | 200Pa
Luftdurchlässigkeit | 200Pa

SEW 191 is a 100% ePTFE laminated 
membrane on coal fiber filter media that is 
manufactured from continuous non-woven 
fibre which do not permit particles to become 
embedded.

SEW 191 is a strong and high-pressure durable 
material, and can be used to prevent static 
charging and increase cleanability. 

This Antistatic 100 % Spun bonded media 
makes pulse cleaning easy.

Chemical Resistance | Chemische Eigenschaften

Oil/water resistance

Acid resistance

Hydrolysis resistance

Alkaline resistance

Öl und Wasserabweisend

Säurebeständigkeit

Hydrolysebeständigkeit

Alkalienbeständigkeit

Excellent
Sehr Gut

Fair
Mässig

Good
Gut

X

X

X

X

X

X

XX

X

X

X

M
Classification
DIN EN 60335

2-69 :2010
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Phone +45 5460 2080

Certificate No. 
202020245

6210

gram
260Black

Black Decitex

2,1

Particles
penetration
Stokes

XX
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